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1 Introduction

Cantilever-based topologies are the incumbent design of 
choice within the field of piezoelectric vibration energy 
harvesting (VEH) (Beeby et al. 2006; Erturk and Inman 
2011; Priya and Inman 2009), especially for the MEMS 
(micro-electromechanical system) iterations of these har-
vesters (Jeon et al. 2005; Marzencki et al. 2007; Renaud 
et al. 2008; Andosca et al. 2012). This is primarily because 
the active piezoelectric area near the clamped end is able 
to accumulate strain energy, while the free end can house 
a proof mass without significantly compromising the effec-
tive area of the piezoelectric generator since it experiences 
minimal strain anyway.

While a number of different examples of micro-can-
tilever (MC) designs for MEMS piezoelectric vibration 
energy harvesters have been previously explored (Erturk 
and Inman 2011; Priya and Inman 2009), the most popular 
design is based on the classical rectangular plain MC topol-
ogy (Roundy and Wright 2004) with variations in design 
usually driven by process constraints rather than design 
objectives. Nonetheless, alternative designs such as tapered 
cantilevers (Glynne-Jones et al. 2001) have been explored 
in an attempt to achieve equal distribution of bending strain 
along the cantilever length.

This paper expands on a previously reported conference 
paper (Jia and Seshia 2014) and demonstrates that systematic 
modifications in the specific topology of piezoelectric MEMS 
cantilever energy harvesters can result in significant differ-
ences in the output power response. The work presented here 
adds to the existing conference paper with the inclusion of fur-
ther details on design and simulation and experimental results.

While the design objective is to maximise the aver-
age strain energy experienced by the harvester for a given 
mechanical loading, the total available piezoelectric 
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(mechanical-to-electrical) transducer area is likely to be 
compromised in order to accommodate the additional 
design complexities. Five different selected cantilever-
based topologies are numerically and experimentally com-
pared in an attempt to rank the effectiveness and power 
performance of each design variation for the purpose of 
VEH.

2  Design and modelling

2.1  Design

Five different topologies were investigated as shown in 
Fig. 1. All of the designs had the same overall practical 
dimensions (2 mm by 0.5 mm). Therefore, this enables 
relative power performance comparison for a given design 
area. The designs were fabricated through PiezoMUMPs 
(MEMSCAP 2013), which used a 0.5 µm aluminium nitride 
(AlN) on 10 µm doped silicon micro-machining process as 
shown in the stack of material in Fig. 2. The stack of mate-
rials primarily include 10 µm of doped Si device layer that 
doubles as the bottom electrode, 0.5 µm of AlN layer and 
1.02 µm of top metal layer made up of 20 nm Cr and 1000 
nm Al.

Apart from the classical plain and the tapered designs, 
the other topologies included: a primary MC coupled with 
a subsidiary MC based on (Tang and Li 2013), a MC with 
etched holes throughout the surface as a means of stiffness 
reduction inspired by Sevilla et al. (2013), as well as a MC 
formed by multiple parallel thin beams strongly coupled at 
the end.

A summary of the 5 topologies, the employed acronyms 
and optimised dimensions according to COMSOL solid 
mechanics simulation are listed as the following,

•	 MCI: plan micro-cantilever (MC) with 2000 µm length 
and 500 µm width.

•	 MCT: tapered MC with trapezium of 500 µm and 100 
µm sides, and 1000 µm length.

•	 MCL: lined MC with thirteen 30 µm wide beams sepa-
rated by 10 µm gap, connected together at the clamped 
end and the free end.

•	 MCH: holed MC with 5 µm square holes separated by 
25 µm gap in both length and width.

•	 MCC: coupled MC with 1375 µm long and 180 µm 
wide subsidiary cantilever coupled onto a primary canti-
lever with 150 µm wide side beams.

The motivation for the tapered MC was to enable 
roughly equal distribution of strain along the cantilever 
length; while the rationale behind lined, holed and coupled 
MC were to reduce the spring stiffness through various 
design complexities.

The natural frequency ω0 for a plain cantilever is widely 
defined by Eq. 1 (Thomson 1998).

where, k is the stiffness constant, m is the effective seis-
mic mass of the resonator, E is the elastic modulus, w is 
the width of the cantilever, h is the effective thickness of 
the composite beam, mb is the mass of the beam, ml is the 
end mass if applicable (not used here), and l is the effective 
length of the cantilever resonator.

As the design variations of MCT, MCL, MCH and MCC 
are based on etching features from the same design space 
of MCI, the plain MCI has the largest beam mass. How-
ever, significant portions of MCT and MCC constituents 
as proof mass rather than beam mass. Table 1 presents the 
estimated beam mass, estimated effective seismic mass of 
the cantilevers and the thus derived spring constants for the 
5 micro-cantilevers.

It can be seen that MCT, MCL and MCC all have 
notably reduced spring stiffness compared to MCI, 
while the etched holes design in MCH is not predicted 
to yield noticeable stiffness reduction over MCI. The 
main contributing factor to the slight stiffening of MCH 
compared to MCI is the slight decrease in the effec-
tive mass of MCH. The natural frequency (Eq. 1) for 
the cantilever variants can be fitted by altering the co-
efficient for beam mass while computing the effective 
seismic mass.

2.2  Optimisation

The dimensions employed for the tapered cantilever MCT, 
cantilever made up of thin beams MCL, cantilever with 
etched holes MCH and coupled cantilever MCC were 
chosen according to strain distribution optimisation from 

(1)ω2

0
=

k

m
=

Ewh3

4(0.24mb + ml)l
3

Fig. 1  Design topologies of the 5 micro-cantilevers (MC). Overall 
dimensions for all devices are the same: 2000 µm length and 500 µm 
width. Left hand side mass resembles the anchor to the substrate
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COMOSL solid mechanics simulation. Therefore, each of 
the designs are optimal representations for their respective 
topologies.

2.2.1  MCT

The rationale of the tapered design was to achieve even 
distribution of strain along the cantilever length. The angle 
of the tapered MC to achieve this, illustrated in Fig. 3, 
was determined through COMSOL simulation of 1000 µm 
long and 500 µm wide (anchored end) beams with varying 
degrees of taper. The FEA simulation result is presented 
in Fig. 4. In this case, the maximum angle of taper possi-
ble was 14°, at which case the structure becomes a perfect 
triangle. At 0°, the structure is a perfect rectangle. While 
at any angles of taper in between, the cantilever is essen-
tially a trapezium. Percentage of the angle of taper out of 
the maximum possible angle was also computed for easier 
comparison.

Fig. 2  Stack of materials used 
to fabricate the AlN piezoelec-
tric micro-cantilevers

(a) Plain MCI, 3835 Hz (b) Tapered MCT, 2972 Hz

(c) Lined MCL, 3595 Hz (d) Holed MCH, 3763 Hz

(e) Coupled MCC, 1st transverse mode of the
primary cantilever, 2945 Hz

(f ) Coupled MCC, 1st transverse mode of the
subsidiary cantilever, 5916 Hz

Table 1  Estimated beam mass, effective mass and spring constants 
of the 5 MCs

Device Beam mass 
(µg)

Effective mass 
(µg)

fn (Hz) Stiffness 
constant 
(Nm−1)

MCI 24.93 5.98 3835 9.69E+07

MCT 24.68 18.43 2972 1.89E+07

MCL 19.55 5.98 3595 8.52E+07

MCH 23.96 5.75 3763 9.71E+07

MCC 24.24 11.96 2945 2.86E+07
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From Fig. 4e, it can be seen that even strain distribution 
is achieved when the angle of taper is around 80 % of the 
total possible angle. Additionally, the length of the active 
cantilever beam was optimised through COMSOL simula-
tion to maximise the recoverable strain energy. As can be 
seen from Fig. 5, shorter active beam length gives rise to 
higher average strain. This is because a larger proportion 
of the total 2 mm length is diverted to acting as the proof 

mass. However, shorter active length also results in smaller 
active transduction area.

The product of average strain and active area from the 
simulation result suggests that a tapered cantilever with an 
active length of 1000 µm is optimal. Therefore, coupled 
with the tapered angle selection, the dimensions of the 
MCT trapezium shown in Fig. 1b was thus computed.

2.2.2  MCL

The width of the silicon beams, width of the active piezo-
electric area and the spacing between each beams for MCL 
are detailed in Fig. 6. These width dimensions for MCL were 
partially determined by the restrictions of the design rules 
of the fabrication process, which required 5 µm minimum 
spacing between silicon layer and the piezoelectric layer, 
as well as 4 µm of spacing between the piezoelectric layer 
and the metal layer. Therefore, for a beam with a width of 30 
µm, only 12 µm width at the centre are active piezoelectric 
transduction region where the AlN layer is fully sandwiched 
between top electrode and bottom doped silicon. The 9 µm 
on either ends are used up to accommodate the metal-to-
piezo clearance and piezo-to-silicon clearance.

Strain optimisation was carried out for beams with vary-
ing width: 20–35 µm, as shown in Fig. 7. Due to the pres-
ence of a total 18 µm clearance requirement as mentioned 

Fig. 3  Angle of taper for tapered micro-cantilevers

Fig. 4  COMSOL solid mechanics stationary simulation for varying angles of tapered MC. Percentage is calculated from tapered angle by maxi-
mum possible angle. 0 % is for a straight beam and 100 % is for a triangle
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above, the active piezoelectric width was therefore between 
2 and 17 µm respectively for the investigated range. The 
spacing between each beams was fixed at 10 µm for the vari-
ous width iterations. A summary of selected beam iterations 
can be seen in Table 2. It can be seen that thinner beams are 
able to yield higher average strain. However, due to the fast 
diminishing active piezoelectric area, the total accumulated 
strain is significantly lower for thinner beams. An optimal 
value was found to be around individual silicon beam width 
of 30 µm.

2.2.3  MCH

The same metal-to-piezo and piezo-to-silicon clearance 
design rule for the fabrication process as mentioned 

for MCL, also restricted the active piezoelectric 
area for the holed MC. The ratio of etch holes and 
gap were determined to ensure relatively significant 
etch holes while still allowing sufficient spacing in 
order to accommodate the above mentioned clearance 
requirements.

Figure 8 illustrates the simulated average strain over 
active transducer area for equally spaced etch holes vary-
ing from 1 to 10 µm. This translates to active piezoelectric 
transducer region varying from 4 to 34 % of total avail-
able area respectively. Although increasing etch hole size 
helps to increase the attainable average strain per unit 
loading, the active transducer area decreases at a signifi-
cantly faster rate due to the presence of the process clear-
ance restrictions.

Figure 9 shows the zoomed in layout of MCH, showing 
the selected dimensions of the etched holes and the active 
piezoelectric regions around the holes. As it can be seen, 
each etch hole is surrounded by 9 µm of clearance on all 
four directions.

2.2.4  MCC

Through varying the width of the primary beams on either 
sides, strain distribution and active area were optimised. 
The range surveyed included primary beams of 100 to 200 
µm width as summarised in Table 3. Figure 10 illustrates 
the optimal width of the primary beams.

As the primary beams are reduced in width, its stiff-
ness decreases and coupled beam increases in size. For 
the fundamental mode of resonance, the coupled centre 
subsidiary beam acts as a proof mass. Both the width 
and mass factors help to improve the average strain 
experienced by the less wide primary beams. However, 
the reduction in width also imply a reduction in active 
transduction area. Therefore, as can be seen from Fig. 10, 
when primary beams are about 150 µm in width, there 
is a maximum integrated average strain over the active 
transducer area.

2.3  Model

Finite element analysis for static loading was used to 
approximate the strain response of the cantilever beams at 
a particular amplitude of the equivalent dynamic response, 
taking into account the mechanical quality factor of the 

µ

×

×

Fig. 5  COMSOL simulated induced strain for the tapered micro-can-
tilever MCT with different active cantilever length for 5 mN of end 
load

Fig. 6  Width dimensions chosen for the micro-cantilever comprised 
of coupled thin beams (MCL)

Table 2  Selected iterations of MCL simulated in COMSOL for a total design area of ~2 mm by ~0.5 mm

Beam width (µm) 20.0 22.5 25.0 27.5 30.0 32.5 35.0

Active piezo width (µm) 2 4.5 7 9.5 12 14.5 17

Number of beams 17 16 15 14 13 12 11



2846 Microsyst Technol (2016) 22:2841–2852

1 3

resonator. Figure 11 illustrates the first principal strain 
response for the MCs when subjected to a loading of 1.5 
mN.

It can be seen that tapered MC had approximately simi-
lar bending strain gradient across its active piezoelectric 
transduction area, while all the other MCs exhibited strain 
concentration near the clamped end. Figure 12a graphi-
cally illustrates the strain distribution along the cantilever 
length for the 5 MCs at this loading condition. MCI has 
the lowest peak strain near the clamped end, MCT has the 
roughly flat strain response as intended, MCH has fluctuat-
ing strain distribution due to its local features, while MCL 
and MCT have higher strain peaks.

Figure 12b shows the average strain integrated across 
the strain distribution for the 5 MCs. The classical MCI 
fares the lowest, while MCT and MCC take the lead. While 
mechanical strain maximisation across the cantilever sur-
face for a given input forcing is an important design metric, 
there is a trade-off involved in sacrificing the active piezoe-
lectric area to accommodate the additional design complex-
ity, as illustrated in Fig. 12c.

The maximum power extractable from the simulated 
strain response can be calculated by computing the average 
electric charge generated by Eq. 2 and the power extract-
able across an ideal impedance given by Eq. 3.

where, q is the charge generated, d31 is the piezoelectric 
charge constant in the 31 mode, εav is the average strain 
experienced by the piezoelectric transducer, E is the elastic 

(2)q = d31εavEapz

µ

×

×

Fig. 7  COMSOL simulated induced strain for the lined micro-canti-
lever MCL with different active constituent beam width for 5 mN of 
end load

µ

×

×

Fig. 8  COMSOL simulated induced strain for the holed micro-canti-
lever MCH with different etch hole size for 5 mN of end load

Fig. 9  Dimensions chosen for the micro-cantilever comprised of 
etched holes (MCH)

Table 3  Selected iterations of MCC simulated in COMSOL for a 
total design area of ~2 mm by ~0.5 mm

Single primary beam width (µm) 100 125 150 175 200

Total active piezo width of both primary 
beams (µm)

164 214 264 314 364

Subsidiary beam width 280 230 180 130 80

µ

×

×

Fig. 10  COMSOL simulated induced strain for the coupled micro-
cantilever with different primary beam width for 5 mN of end load
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modulus of the piezoelectric material and apz is the active 
piezoelectric area.

where, P is the peak power, ω is the frequency, hp is the 
thickness of the piezoelectric layer, ε0 is the permittivity of 
free space and εr is the dielectric constant of the piezoelec-
tric material.

Figure 12d illustrates the resulting calculated power 
based on the simulated strain values. Despite having the 
highest average strain as seen in Fig. 12b, MCT is only 
ranked 4th in terms of the predicted power output. MCI 
fared relatively well due to its large piezoelectric area and 

(3)P =
ωhpq

2

ε0εrapz

is only outperformed by MCC. MCL is consistently ranked 
3rd in terms of average strain, piezoelectric area as well as 
power output. MCH, having the least active area due to the 
need to provide clearance for top metal layer around each 
individual hole features, is predicted to yield by far the 
least extractable power for the same loading.

MCC ranks the second in terms of average strain and 
retains the same ranking for active piezoelectric transducer 
area (two side beams, to harness the strain from the first 
transverse mode response of the primary cantilever) due 
to minimal design complexity. These factors contributes to 
the high power prediction for MCC. Therefore, the system-
atic optimisation of the power performance is primarily a 
compromise between the average mechanical strain and the 
active piezoelectric area.

Fig. 11  COMSOL solid 
mechanics stationary simulation 
showing strain distribution for 
the 5 micro-cantilevers when 
subjected to a loading of 1.5 
mN. Left hand side mass resem-
bles the anchor to the substrate. 
Either surface or slice (1 slice 
per µm) 3D plot was chosen for 
each figure depending on the 
graphical clarify

(a) Plain MC (b) Tapered MC

(c) Lined MC (d) Coupled MC

(e) Holed MC (f) Holed MC zoom
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3  Experimental

3.1  Apparatus

Figure 13 shows the micrographs for the fabricated devices. 
The active piezoelectric area (electrodes sandwiched pie-
zoelectric region) for MCH was further diminished due 
to over-etch of the top metal layer around the individual 
hole features as shown in Fig. 13f. However, the stiffness 
reduction intended was minute by comparing the natural 
frequency of MCI and MCH. Due to the lack of local fine 
features for MCI, MCT and MCC, they did not suffer as 
significantly from the over-etch issue compared to MCH 
and MCL.

The experimentally measured natural frequency is com-
pared to the FEA simulated eigenfrequencies in Table 4, 
showing minor deviations expected within fabrication 

tolerances. MCL and MCH exhibited relatively larger devi-
ations at around 6.5 %, potentially due to the over-etch of 
the metal, piezoelectric and silicon layers around the fine 
topological features for these two designs. MCI, MCT and 
MCC on the other hand, did not have extensive fine local 
features.

Experimental verification was carried out for both the 
direct and the inverse piezoelectric response. Through 
electrically driving the piezoelectric transducers, the 
mechanical motion can be measured by a laser doppler 
vibrometer to characterise the electrical-to-mechanical 
responsiveness for the 5 MCs. On the other hand, by excit-
ing the prototypes on a mechanical shaker and measuring 
the voltage output across matched resistive loads at their 
resonant frequencies, the mechanical-to-electrical respon-
siveness and their relative power performance can be 
determined.

µ
(a) Strain distribution across the cantilever length accord-
ing to COMSOL, clamp end at the origin of the x-axis. The
‘noisy’ local variations for MCH is due to the etch holes.

(b) Average strain across the active transducer area.

(c) Calculated active piezoelectric area. (d) Calculated peak power output.

Fig. 12  Simulation and calculations for the 5 micro-cantilevers when subjected to a loading of 1.5 mN
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3.2  Results

Figure 14 presents the measured frequency domain dis-
placement response for the free end tip of the 5 MCs when 
subjected to an electrical drive signal. The input is a peri-
odic chirp of 250 mV across the bandwidth of 1–100 kHz, 
except for MCH, which was subjected to 1 V periodic chirp 
due to its low and noisy responsiveness at lower excitation 
levels.

The inherent noise floor within the measuring envi-
ronment, shown in Fig. 14f (measured from an anchored 
point), was subtracted from the response plots of the 5 MCs 
in Fig. 14. It should also be noted that the 1st transverse 
mode of the subsidiary cantilever of MCC is not included 
as the measurements compared in this figure is taken from 

the free end tips, which corresponds only to the peak dis-
placement from the primary cantilever.

Also it can be noted, as shown in Table 5, the quality 
factor for MCC and MCT is notably higher than MCI. 
Higher quality factor would contribute to higher respon-
siveness of the devices.

The mechanical response as a function of electrical drive 
amplitude for the five topologies is compared in Fig. 15. 
MCC ranks first, closely followed by MCI. MCL and MCT 
takes the 3rd and 4th spots respectively and MCH performs 
the worst. This is in agreement with the ranking of the 5 
MCs established in Sect. 2.

Table 6 and Fig. 16 show the measured power output for 
the 5MCs when subjected to resonant sinusoidal vibrational 
input on a mechanical shaker. From Fig. 16, power values 
for MCH driven at lower acceleration levels were experi-
mentally not measurable. The matched load resistance and 
natural frequencies for the various prototypes are: 0.3 M� 
at 3688 Hz for MCI, 1 M� at 2938 Hz for MCT, 0.6 M� 
at 3375 Hz for MCL, 1.2 M� at 3531 Hz for MCH and 0.6 
M� at 2891 Hz for MCC.

The experimentally measured power output at 3 g 
of input acceleration for the 5 devices are: 1.01 nW for 
MCI, 0.45 nW for MCT, 0.7 nW for MCL, 0.03 nW for 
MCH and 1.35 nW for MCC. Thus, the power response 
ranking from mechanical input is in agreement with the 
power output ranking established in Sect. 2, as well as the 

(a) Plain MC, fn 3.7 kHz (b) Tapered MC, fn 2.9 kHz

(c) Lined MC, fn 3.4 kHz (d) Coupled MC, fn 2.9 kHz

(e) Holed MC, fn 3.5 kHz (f ) Etched holes of the holed MC

Fig. 13  Micrographs of the 5 AlN on Si micro-cantilevers (MC), each taking up 500 µm by 2000 µm active cantilever area, excluding the anchor 
(on the left hand side)

Table 4  Natural frequency deviations between the COMSOL models 
and that measured from the experimental prototypes when mechani-
cal driven by a shaker

Device Measured fn (Hz) Simulated fn (Hz) Deviation (%)

MCI 3688 3835 +3.99

MCT 2938 2972 +1.16

MCL 3375 3595 +6.52

MCH 3531 3763 +6.57

MCC 2891 2945 +1.87
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(a) Plain MC, fn = 3.688 kHz, -3dB: 276 Hz (b) Tapered MC, fn = 2.938 kHz, -3dB: 111 Hz

(c) Lined MC, fn = 3.375 kHz, -3dB: 349 Hz (d) Coupled MC, fn = 2.891 kHz, -3dB: 132 Hz

(e) Holed MC, fn = 3.531 kHz, -3dB: 271 Hz

(f ) Typical displacement noise floor

Fig. 14  Displacement Bode plot of the 5 AlN on Si micro-cantilevers 
(MC) scanned by laser doppler vibrometer and subjected to a periodic 
chirp of 250 mV  across the displayed frequency span except for 

MCH, which was subjected to 1 V  due to its extremely low respon-
siveness compared to the noise floor. The plots shown are the differ-
ences between a typical signal and a typical noise floor data
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electrical-to-mechanical response measured by vibrom-
eter. This validates the optimised compromise in topology 
between maximising strain and transducer area. Addition-
ally, factors such as quality factor, difference in capaci-
tance and impedance as well as resonant frequencies also 
contribute to the variations in performance across the 5 
MCs.

MCC, apart from faring the best in terms of the 1st trans-
verse mode response, also further benefits from dual fre-
quency sensitivity (from both its primary and subsidiary 

cantilevers), whereas the other 4 MCs only possess a single 
fundamental transverse mode. Though, the power response 
of the subsidiary cantilever is largely diminished compared 
to the primary cantilever of MCC, it is still more preferable 
than higher order resonant modes. This is because at higher 
order modes, with multiple nodes and anti-nodes, strain 
cancellation takes place and the power output is severely 
compromised.

4  Conclusion and future work

Five cantilever-based topologies have been investigated 
for the purpose of vibration energy harvesting. Coupled 
micro-cantilevers ranked the highest in terms of power 
performance and was closely followed by the classical 
plain cantilever topology. While the tapered, lined and 
holed cantilevers all experienced higher average mechani-
cal strain than the plain cantilever for a given loading, they 
performed worse due to the smaller active piezoelectric 
area. Therefore, a compromise is required while optimis-
ing designs between the maximisation of mechanical strain 
energy accumulation and the total active piezoelectric 
transducer area.

Future work can investigate the influence of scaling 
associated with various topologies. This is particularly use-
ful when scaled upwards for topologies such as the lined 
or holed micro-cantilevers, as the ratio of the active piezo-
electric area to the total design area increases. Furthermore, 
the relative effect of the addition of proof mass to various 
topologies can also be explored.

Table 5  Mechanical quality factor measured from electrical drive of 
the 5 MCs

Device Measured fn (Hz) 3dB bandwidth (Hz) Quality 
factor

MCI 3688 276 13.4

MCT 2938 111 26.5

MCL 3375 349 9.7

MCH 3531 271 13.0

MCC 2891 132 21.9

Fig. 15  Comparison of the laser doppler vibrometer measured dis-
placement response of the tip of the 5 MCs free end when driven by 
varying amplitudes of AC voltage at their respective natural frequen-
cies. For a given electric drive amplitude, coupled MC yielded the 
most significant mechanical response, followed by plain MC, lined 
MC, tapered MC and holed MC in descending order

Table 6  Measured power output of the 5 micro-cantilever prototypes

n/m ‘not measurable’ at this acceleration level

Acceleration
(ms−2)

Power (nW)

MCI MCT MCL MCH MCC

5 0.04 n/m n/m n/m 0.1

10 0.16 0.04 0.08 n/m 0.3

20 0.65 0.19 0.4 n/m 0.85

30 1.01 0.45 0.7 0.03 1.35

Fig. 16  Comparison of the experimentally measured power resonant 
power response of the 5 MCs when driven at their respective natural 
frequencies. The order of mechanical-to-electrical power responsive-
ness is in agreement with the laser vibrometer measured electrical-to-
mechanical responsiveness: coupled MC being the most responsive, 
followed by plain MC, lined MC, tapered MC and holed MC. Power 
response below ~20 pW could not be practically measured
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