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ABSTRACT

We demonstrate the use of a series of in-line fibre long period grating curvature sensors on a garment, used to monitor

the thoracic and abdominal volumetric tidal movements of a human subject. These results are used to obtain volumetric

tidal changes of the human torso showing reasonable agreement with a spirometer used simultaneously to record the

volume at the mouth during breathing. The curvature sensors are based upon long period gratings written in a

progressive three layered fibre that are insensitive to refractive index changes. The sensor platform consists of the long

period grating laid upon a carbon fibre ribbon, which is encapsulated in a low temperature curing silicone rubber.
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1. INTRODUCTION

Non-invasive measurement of thoracoabdominal surface motion can provide a comprehensive appreciation of respiratory

function and enhance our understanding of respiratory physiology. Knowledge of the total and regional deflection of the

surface during breathing not only provides a key to the volumetric flow of gases but also provides an insight into the

thoracic and abdominal contributions and the recruitment of muscles. Research in this field has been predominantly

laboratory based, the provision of a reliable quantitative clinical tool for making such measurements in ambulatory

patients would advance routine respiratory function monitoring. 

Konno and Mead [1] first demonstrated that respiratory gas flow could be measured at the surface of the chest

and abdomen thus negating the need for measurement of flow at the mouth, which is the clinical standard at present. A

number of measurement devices have been developed following Konno and Mead; techniques include: Respiratory

Inductive Plethysmography (RIP) [2], Optical Reflectance Plethysmography (ORP) [3] and the use of magnetometers

[4]. Some of the problems associated with the fore-mentioned techniques are that they rely heavily on model based

signal processing, that the cost and realisation of a sufficiently dense array of sensors is prohibitive, that an off body

referencing is required to track specified anatomical location, that in the case of RIP there is limited accuracy over wide

variations in tidal volume and changes in posture after calibration [5] and that generally the instrumentation is bulky and

has to be operated while the patient occupies a confined area. It follows that the technique is not suitable for routine

ambulatory monitoring. The fundamental requirement here is to create a highly compliant sensor with which to track

selected anatomical positions on the chest and abdomen surface. 

This paper presents a possible solution to mobile respiratory function monitoring, using a sensor that utilises an

optical fibre Long Period Grating (LPG) sensing element [6,7]. The curvature sensors are adhered to a garment, which is

used to detect the shape/curvature variations of the chest and abdomen regions of a human torso during respiration.

These results are used to obtain volumetric tidal changes of the human torso showing reasonable agreement with a

spirometer used simultaneously to record the volume at the mouth during breathing. The sensors are also used to

reconstruct the shape of a simulated human torso (a resuscitation manikin) during inflation 
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2. THE CURVATURE SENSOR

The curvature sensor utilises an LPG as the sensing element. LPGs are photoinduced fibre devices that couple light from

the core of a single-mode optical fibre into the cladding at discrete wavelengths and thereby generate attenuation bands

in the transmission spectrum of the optical fibre core. LPGs are sensitive to strain ( ), temperature (T), and the

surrounding refractive index (ns) [7] and LPGs have also been used as shape/bending sensors [8]; the LPG's sensitivity to

these parameters can manifest itself in two ways: firstly the central wavelength of the attenuation band can shift in the

spectral domain and secondly a change in the spectral transmission profile of the attenuation band may occur. The

spectral shift of the attenuation band arises from the phase matching condition of the LPG, given by
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n  is the effective index of the core mode and 
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n  is the effective index of the 1

th
 radial cladding mode, both

indices being dependent on the core refractive index n1, the inner cladding refractive index n2 and the wavelength .

Also, 
1

cln  is a function of the refractive indices of the surrounding medium, ns.  is the period of the LPG, T the

temperature,  the strain and R the curvature experienced by the fibre. Whilst equation 1 gives the spectral position of the

attenuation band, the magnitude of the spectral shift induced by the measurands ( , T, ns) is dependent upon two factors:

the difference between the effective refractive indices and also the difference between the group effective refractive

indices of the two modes [9]. The spectral sensitivity of LPGs to bending arises from two major components, the strain

sensitivity ( ) and the effective change in the refractive index profile of the fibre induced by the bend itself; the

sensitivity can be calculated using a conformal mapping technique [10]. The bending of the optical fibre induces changes

to the propagation constants of the cladding modes thus changing the group refractive indices as well as the effective

refractive indices.

The LPG (length of ~7cm) is written in a progressive three layered (PTL) fibre, which is inscribed using the

point by point method [11]. The result of using such a fibre, is that the LPG produces attenuation bands that are

insensitive to changes in the surrounding medium’s refractive index. The LPG is laid upon a carbon fibre ribbon, with

this then encapsulated in a low temperature (~90
o
C) curing silicone rubber, see figure 1. This type of silicone rubber is

used to minimise any drift in the position of the LPG’s attenuation bands due to thermal annealing and to provide a

thermally insulating layer for the respiratory function monitoring application (reducing the effects of rapid ambient

temperature fluctuations). By incorporating the carbon fibre ribon, the sensor was designed to prevent the fibre from

experiencing significant axial strain and yet still be highly flexible.

Figure 1. The curvature sensor
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3. MONITORING HUMAN RESPIRATION USING CURVATURE SENSORS

Four characterised curvature sensors (length 15cm) were connected in a series configuration. The sensor array was

stitched to a Lycra vest for a practical evaluation of the sensors’ suitability for this application. The curvature sensors

had similar curvature resolutions, approximately ~3.5 10
-2

m
-1

, with spectral sensitivities of mnm8
dR

d
. The Lycra

vest was placed on a human male torso at two different sets of locations: at the front and side. The sensors were

illuminated with a broadband light source and the wavelength shifts of the attenuation bands were monitored with an

OSA (sweep time 20ms, spectral resolution 0.1nm) which was controlled by a computer, see figure 2. 

Figure 2. Schematic of optical instrumentation used for the monitoring of the curvature sensors.

The sensor array monitored, via the changes in curvature of the sensors, the thorax movement of a subject

during respiration. Two examples of the curvature variation of the sensors during long tidal breaths are shown in figure 3

for two locations on the torso. 

Figure 3. Results from a single sensor (a) at the lower torso for three breaths as function of time, the array location on

the front of the torso. (b) at the upper abdomen for three breaths as function of time, the array location on the side of the

torso.
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Inspecting figure 3 there are variations in curvature between each long tidal breaths but this is expected due to

the difficulty in exactly repeating a given breathing pattern. It is noticeable that the general response is the same for each

breath and this was found for all the sensors at the various locations on the thorax. Also the sensors can be used to

distinguish between the various geometric variations associated with different locations on the thorax and abdomen

during respiratory movement.

Whilst the sensors were being monitored during inspiration and expiration, the volumes were simultaneously

recorded at the mouth of the subject using a turbine transduction spirometer system (Micro Medical, UK). Linear

regression was applied to predict volume exhaled at the mouth from the sensor signals for the two spatial locations of the

sensor array. It can be shown that from a simple system of these sensors an accurate assessment of tidal breathing can be

made [12], which is similar to the precision obtained with an external optical system using 80 sensor points on the thorax

[13].  A direct comparison is shown in figure 4 of the volume measured from the mouth with a spirometer and the

volume calculated from the curvature-sensing array. A control of the sensors was also conducted; this was achieved by

the subject holding their breath while several measurements were recorded. Using the calibrations already obtained for

the sensors, the practical resolution of the sensors on the subject was found to be very similar to the resolutions obtained

during initial characterisation of the sensors on the laboratory bench.

Figure 4.  A typical volumetric variation during a long tidal breath. The measured volume from the spirometer and the

calculated volume from the curvature sensors are shown as a function of time

4. SHAPE RECONSTRUCTION

To further demonstrate the utility of this approach in a more repeatable fashion, two in-line curvature sensors were used

to record the variation of the curvature of a resuscitation training manikin during inflation from 0 to 0.9 litres in

increments of 0.3 litres. Two locations were simultaneously monitored over the volume range then the sensors were

moved to other locations and the process repeated for the same inflation volumes. 

A derivative spectroscopy interrogation technique was used to detect the changes in the spectral transmission

profile of the LPG's stop band induced by the bending of the LPG. Modulating the source wavelength (a narrow line-

width source such as distributed feedback (DFB) laser) at a given frequency will generate a series of harmonics of the

modulating frequency [14] in the output signal transmitted by the LPG. It has been shown that the in-phase component

of the n
th

 harmonic output is proportional to the n
th

 derivative of the spectral profile under investigation [15]. The

amplitudes of the first and second harmonics are therefore proportional to the first and second derivatives of the spectral

transmission function of the sensor, and the utility of our approach relies on the ratio of those derivatives being a unique
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function of the position in the spectral profile as well as being independent of any attenuation in the system. This

interrogation technique has previously been reported with a single LPG fibre-grating device using a pigtailed DFB laser

as the light source [14].

A total of 22 sensing positions were covered in all. The data obtained from the curvature were used to reconstruct the

shape of the manikin’s torso. The locations of the sensors are shown in figure 4a and the resulting reconstruction from

the sensors is shown in figure 5b. A simple method to visualise the surface data in its reconstructed form was realised

with commercial solid modelling software (SolidWorks) [16]. The surface depicted in figure 5b was constructed using

curvature data and triangulating the measured curvatures in their original (deflated) planes of orientation. The overall

profile is determined by successively linking the arcs of curvature in those respective planes. Smoothing of the profile is

accomplished by setting peripheral relationships between curves and the application of lofting algorithms built into the

software At each discrete state of inflation the corresponding change of curvature at each location can be superimposed

to represent motion of the manikin surface. 

Figure 5a. Experimental sensor layout                         Figure 5b. Surface constructed from measured curvature data

5. CONCLUSION

A series of in-line curvature sensors on a garment have been used to monitor the thoracic and abdominal movements of a

human during respiration. These results are used to obtain volumetric tidal changes of the human torso which showed

agreement with a spirometer used simultaneously to recorded the inspired and expired volume at the mouth. It has also

been demonstrated that such sensors can be used to distinguish between the various geometric variations associated with

different locations on the thorax and abdomen during respiratory movement. It was also observed that the temporal

evolution of the curvatures for a given torso location is repeatable on a breath-to-breath basis. This respiratory system

has the potential to be made small, portable and cost effective, thereby permitting ambulatory monitoring of breathing.
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